


SHRINK PROFILE

TYPE WIDTH (inch)

mini maxi increment

   BRX-SW 4" 78" 1/4"

    BRX-CF 5" 40" 1"

194F
230F

302F

Temperature (F) 

Bolphane BRX 

Standard 

polyolefin film 

266F

Shrink force 
in PSI 

300

325

375

400

425

450

475

250

275

350

PROPERTIES  45 GAUGE 50 GAUGE 60 GAUGE 75 GAUGE

Yield ( MSI/Lbs)  70 62 51.4 40.6

Gloss (85°)  (%)  115

Haze (%) 4

Free Shrink (%) @ 200° F 30 30

@ 250° F 77 70

Seal strength (g/inch) @ 375° F 1 800 2 000 2 250 2500

Shrink Tension at 300° F (Psi) 330 330 320 300

WVTR (gms/100 in²/24 hrs @ 95°F, 95 % RH) 2 1.8 1.5 1.2

CO2 Permeability (cc/100 in²/24hr/atm @ 73° F) 5 600 5 100 4 400 3 600

O2 Permeability (cc/100 in²/24hr/atm @ 73° F) 1 400 1 300 1 100 900

Roll length (feet) Singlewound (S) 11 660 10 500 8 750 7 000

Centerfolded (C) 5 830 5 250 4 375 3 500

Core internal diameter (inches) 3

External diameter (inches) 9.5
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BRX

Compared to other films, 
Bolphane® BRX consistently 
maintains its low shrink force within 
a wide range of temperatures.

Bolphane® BRX is available 
either Singlewound (BRX–SW) 
or Centerfolded (BRX–CF). 
Please contact us for additional 
requirements.

The technical features of Bolphane® BRX are given in good faith. It is the responsibility of the final user to verify product suitability for all 
applications. Bollore maintains the right to change the definition and technical features of its products at any time

TECHNICAL FEATURES

STANDARD PUT-UPS


